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Introduction

REFERENCES: [1] S. Hong et al., J. Power Sources 638 (2015) 236621.

• Effect of LNMO content and use of different particle size LNMO blends analyzed using water based and F-free electrode formulation.
• Thorough slurry and electrode characterization evidences differences in slurry rheology and electrode microstructure, mechanic and electric properties.
• Despite all the electrode formulations deliver expected capacity values for LNMO (130 – 140 mAh·g-1), the electrodes with LNMO content of 92% and with presence of LNMOSC lead 

to improved electrochemical properties (specific capacity, rate capability and stability) and higher energy density values.

Slurry & electrode characterization

Summary
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High energy density, durability, sustainability, low cost and safety are some of the characteristics that Li-ion batteries should fulfil in order to be used as energy storage systems.
LiNi0.5Mn1.5O4 (LNMO) is an attractive cathode material for Li-ion batteries due to its unique properties: i) operating voltage of ~ 4.7 V vs. Li/Li⁺ for high energy density, ii) fast lithium-

ion diffusion due to 3D connected channels, resulting in excellent rate capability, iii) Co-free for costs reduction and reduced ethical concerns related to Co mining, and iv) Ni/Mn-based
composition for materials cost and availability. On the other hand, PVdF has been the dominant binder because of its chemical stability, good mechanical properties and compatibility
with electrode materials. However, PVdF-based systems rely on organic solvents such as NMP and are categorized as PFAS, raising environmental and safety concerns.

For layered oxide battery cathodes such as NMC or NCA, it is a common strategy to use large particles for density combined with smaller and/or single-crystal particles for improved
transport and durability [1]. In this work, different water-based formulations which combine CMC and a F-free elastomer were used to evaluate the effect of mixing single crystal
(LNMOSC) and polycrystalline spherical (LNMOSP) LNMO.

Slurry characteristics

Experimental

Electrochemical characterization

• Initial capacity values > 130 mAh·g-1 obtained.
• Improved initial capacity, rate capability and

stability for the 92% LNMO electrodes due to
improved conductivity and cohesion properties.

• Improved initial capacity, rate capability and
stability for the electrodes with LNMOSC due to
improved microstructure.

Slurry formulations

Dispermat LC30
• %LNMO = 92, 94
• LNMOSP:LNMOSC=100:0, 80:20
• 3% C45
• 3% aqueous binder

Electrode preparation

• Doctor blade
• C-coated 16 µm Al foil
• Calendering at 80 ºC

Characterization

• Rheology
• Peeling test
• Resistance / Resistivity
• Microstructure

Electrochemical testing

• CR2023
• Anode: Li
• Electrolyte: LP30
• Rate capability + stability

Slurry Solid content (%)

92_100:0 43,5

92_80:20 43,5

94_100:0 54,6

94_80:20 53,1

Electrode microstructure

Peeling test / Resistance / Resistivity

Energy density estimations

• Active material content increase from 92 to 94% does not compensate for the higher
specific capacity values obtained with the use of 92% LNMO and presence of LNMOSC.

• Some cracks visible for 92_(100:0) due high amount of solvent.
• Higher electrode density before calendering due to LNMOSC particles

filling pores.
• Higher compaction feasible in the calendering process without LNMOSC

particles.

Electrode Porosity BC (%) Porosity AC (%) Compaction (%)

92_100:0 49,8 36,9 12,9

92_80:20 47,7 39,1 8,6

94_100:0 54,1 41,1 11,0

94_80:20 49,6 38,8 10,8

Figure 2. Surface SEM of electrodes before calendaring.

Figure 1. Flow curves of the slurries.

Table 1. Solid content of the slurries.

Table 2. Porosity before (BC) and after (AC) calendering (gap = 80% thickness reduction target).

• Lower solid contents for the slurries
with 92% LNMO with corresponding
decrease of viscosity.

• Viscosity decrease with the addition
of LNMOSC.

Figure 6. Gravimetric energy density. Figure 7. Volumetric energy density.

Figure 5. Rate capability and cyclability test.

Figure 3. Average force and images of the electrodes 
after the peeling test.

Figure 4. Interface resistance and composite resistivity 
of electrodes.

• Electrodes remain adhered to the current collector after the peeling test.
• Higher force of the 92% LNMO electrodes observed due to increased binder content and

electrodes with LNMOSC particles, leading to lower interface resistance.
• Resistivity increase for the 94% LNMO electrodes due to reduced C45 content and for the

electrodes with LNMOSC due to poor interparticle contact.
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